
 Technical specification

 Ex-e / Ex-i Glands with short thread

 12 - - 5.0 - 7.0 15.0 19.3 8.0 CAP451207 CAP451206 GHG 960 1955 R0001 GHG 960 1955 R0101

 16 - - 7.0 - 10.0 20.0 23.0 8.0 CAP451607 CAP451606 GHG 960 1955 R0002 GHG 960 1955 R0102

 20 5.5 - 7.0 7.0 - 9.0 9.5 - 13.0 24.0 25.0 8.0 CAP452007 CAP452006 GHG 960 1955 R0003 GHG 960 1955 R0103

 20 5.5 - 7.0 7.0 - 9.0 9.5 - 11.0 24.0 25.0 8.0 - - GHG 960 1955 R0010† GHG 960 1955 R0109†

 25 8.0 - 10.0 10.0 - 13.0 13.5 - 17.5 29.0 29.5 8.0 CAP452507 CAP452506 GHG 960 1955 R0004 GHG 960 1955 R0104

 25 8.0 - 10.0 10.0 - 13.0 13.5 - 15.0 29.0 29.5 13.0 - - GHG 960 1955 R0009† GHG 960 1955 R0110†

 32 - 14.0 - 17.0 17.5 - 21.0 36.0 35.5 10.0 CAP453207 CAP453206 GHG 960 1955 R0005 GHG 960 1955 R0105

 32 - 14.0 - 17.0 17.5 - 21.0 36.0 35.5 10.0 - - GHG 960 1955 R0011† GHG 960 1955 R0111†

Ex-e / Ex-i Glands with long thread

 12 - - 5.0 - 7.0 15.0 19.3 12.0 CAP451217 CAP451216 GHG 960 1955 R0021 GHG 960 1955 R0121

 16 - - 7.0 - 10.0 20.0 23.0 12.0 CAP451617 CAP451616 GHG 960 1955 R0022 GHG 960 1955 R0122

 20 5.5 - 7.0 7.0 - 9.0 9.5 - 13.0 24.0 25.0 13.0 CAP452017 CAP452016 GHG 960 1955 R0023 GHG 960 1955 R0123

 20 5.5 - 7.0 7.0 - 9.0 9.5 - 11.0 24.0 25.0 13.0 - - GHG 960 1955 R0029† GHG 960 1955 R0129†

 25 8.0 - 10.0 10.0 - 13.0 13.5 - 17.5 29.0 29.5 13.0 CAP452517 CAP452516 GHG 960 1955 R0024 GHG 960 1955 R0124

 25 8.0 - 10.0 10.0 - 13.0 13.5 - 15.0 29.0 29.5 13.0 - - GHG 960 1955 R0030† GHG 960 1955 R0130†

 32 - 14.0 - 17.0 17.5 - 21.0 36.0 35.5 15.0 CAP453217 CAP453216 GHG 960 1955 R0025 GHG 960 1955 R0125

 32 - 14.0 - 17.0 17.5 - 21.0 36.0 35.5 15.0 - - GHG 960 1955 R0031† GHG 960 1955 R0131†

 40 - 19.0 - 22.0 22.0 - 28.0 46.0 39.5 15.0 CAP454017 CAP454016 GHG 960 1955 R0026† GHG 960 1955 R0126†

 50 - 24.0 - 28.0 28.0 - 35.0 55.0 44.0 16.0 CAP455017 CAP455016 GHG 960 1955 R0027† GHG 960 1955 R0127†

 63 - 29.0 - 35.0 36.0 - 48.0 1) 68.0 47.0 16.0 CAP456317 CAP456316 GHG 960 1955 R0028† GHG 960 1955 R0128†

All dimensions in mm.    † Temperature range -40°C / -55°C to +70°C (otherwise -20°C to +70°C).    1) M63 with additional sealing.
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Suitable for the following cable types:
   Non-armoured cable

Operating temperature:
ATEX / IECEx Certifi cation: -20°C to +7  0°C*
*-40°C/-55°C to +70°C available on some sizes

Material:
Polyamide
Large cable connection area.
Low torque required for tightening.
Integrated sealing lip on thread.

Ingress protection (IP): 
IP66 / IP68

Certifi cations and compliances:
ATEX certifi cate no: PTB 14 ATEX 1015X
II 2 G Ex eb IIC Gb / II 2 D Ex tb IIIC Db

IECEx certifi cate no: IECEx PTB 14.0027X
Ex eb IIC Gb / Ex eb IIC Gb

T

MC
Unarmoured / Tray Cable

Steel/Copper
wire braided
cable

Steel wire
armoured
cable

Steel Tape
Armoured
cable

Bronze braided / 
Tinned Copper Wire 
Braid marine 
shipboard cable

Lead  sheathed
cable (with
addition of
earthing washer)

 

Metal-clad (interlocked and 
corrugated armoured) cable

TECK (interlocked and 
corrugated armoured) 
cable
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